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Sinergy III Series UPS 
6000 VA High Voltage 

*

Model
Part Number 

ACDEF6000-22-1 
17602-02R

17602-03R (Parallel Option) 

Type Sinergy III 

Power Rating 6000 VA / 5400 W 

Topology On-Line Double Conversion 

Input Voltage (Nominal)  
Range 

200 / 208 / 220 / 230 / 240 VAC (Selectable) 
176-300 VAC 

Input Frequency 50/60 Hz ±4 
(Auto Sense on Start-Up) 

Input Power Factor >0.95

Input Current THD <9.0%

Efficiency >84.0% 

Output Voltage 208 VAC (Default) 
200 / 220 / 230 / 240 VAC (Selectable) 

Output Current 28.8 A (Default) 
30.0 / 27.3 / 26.1 / 25.0 A (Selectable) 

Voltage Regulation ±1.0% 

Overload 

Online Mode 

100-110%: 10 Minutes 
110-130%: 1 Minute 
>130%: 1 Second 

Overload 
Battery Mode 

100-110%: 30 Seconds 
110-130%: 10 Seconds 

>130%: 1 Second 

Overload 
Bypass Mode 

100-130%: Continue to Carry Load 
>130%: Load Shut Down After 1 Minute 

Battery Voltage (Float / Nominal) 274.0 / 240.0 VDC 

Charger Current 1.0 A 

Backup Time (Full Load) <7.0 Minutes 

Shipping Weight 59.0 Pounds / 26.8 Kilograms 

Communications Interface USB / RS-232 

Heat Dissipation (BTU/Hour) 3511 at 100% Load 

ACDEF6000-22-4 
17602-04R

17602-05R (Parallel Option)  

Sinergy III 

6000 VA / 5400 W 

On-Line Double Conversion 

3511 at 100% Load 

200 / 208 / 220 / 230 / 240 VAC (Selectable) 
176-300 VAC 

50/60 Hz ±4 
(Auto Sense on Start-Up) 

>0.95

<9.0%

>84.0% 

208 VAC (Default) 
200 / 220 / 230 / 240 VAC (Selectable) 

28.8 A (Default) 
30.0 / 27.3 / 26.1 / 25.0 A (Selectable) 

±1.0% 

100-110%: 10 Minutes 
110-130%: 1 Minute 
>130%: 1 Second 

100-110%: 30 Seconds 
110-130%: 10 Seconds 

>130%: 1 Second 

100-130%: Continue to Carry Load 
>130%: Load Shut Down After 1 Minute 

274.0 / 240.0 VDC 

4.0 A 

<7.0 Minutes 

USB / RS-232 

59.0 Pounds / 26.8 Kilograms 

SX-1115-RT

TECHNICAL DESCRIPTION

The SX-VS-XXXX shall be a universally mountable unit in a magnetic shielding steel enclosure. 
It shall operate at 120 volts AC and have a fixed line cord. There shall be 8 / 16 / 24 AC 
receptacles on the output, with all outlets individually switched. There shall also be a micro USB 
port for service and configuration of the equipment. Overall dimensions and weight shown in 
specification sheet. The unit shall have remote turn-on capabilities enabled by wired Ethernet. 
Remote turn-on, turn-off, and reboot shall be activated by software. It shall have remote control, 
sequencing, scheduling, measurement, AutoPing, and adjustable trigger functions, and shall 
support wired Ethernet HTTP, HTTPS, SNMPv1, SNMPv3, NTP, mDNS, 802.1x, and LDAP 
protocols. The unit shall measure voltage, current, power, frequency, energy, and temperature, 
and shall record events and measurements in its internal memory. The SX-VS-XXXX shall have 
a load rating of 12 amps at 120 volts for 8 & 16 outlet models, a load rating of 16 amps at 120 
volts for 24 outlet models. 
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