
Fiber Siamese

   
Insulation: PVC 

Component: 1. Orange  2. Blue  3. Brown  4. Green 

Jacket:  Aqua

Packaging: 1000/Ft Spool 

  

    900um
Storage Temp (°C)            -40/+85
Operating Temp (°C)   -20/+85
Type     Siamese

Application:
Siamese cable designed for indoor applications composed 

and a Riser rated (OFNR)PVC jacket. 

Reference Standard:    CMR Rating   

Jacket 
Material

Riser,  RoHS

Fiber
Count

2

Diameter
(mm)

2.9x5.8

Weight
(lbs/km)

13

Pull Load(N)
Install/Operate

400/100

Bend Radius (cm)
Install/Operate

6.0/3.0

Core/Clad:

Mode:    Multimode

900um    

Typ.Atten. (dB/km)  2.3/0.6

Bandwidth (Mhz*km)  1500/500

 

ICE CABLE SYSTEMS FIBER SIAMESE -- 2 ClearCurve OM3 
FIBERS  (50/125um) 1500/500 MHZ/KM OFNR RoHS E312434
(UL) C(UL) 

PRODUCT SPECIFICATION: 

CROSS SECTION COLOR & PACKAGING

Optical Characteristics MARKING 

DESCRIPTION

Jacket Characteristics
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Aramid Yarn

Outer Jacket

Fiber

    50/125um ClearCurve OM3


