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Description  

Tributaries SP812UL is a 12/2constructed with Long-Crystal OFC Copper in a UL® rated dark blue zip-cord Siamese construction. This 
product is available on 200 foot spools 

Features  

•  Two 12AWG Long-Crystal Copper conductors for best signal transfer 

•  Sophisticated multi-gauge design for superior bass and midrange 

•  Insulated conductors eliminate strand interaction / distortion 

•  Precision-crafted PE dielectric for low loss and maximum definition 

•  Highly flexible UL® CL2 PVC jacket 

•  Available in 200 foot spools 

Conductor 

Composition 2 X 12AWG 

Conductor Material Long Crystal OFC Copper 

Insulation 

Insulation Material PE 

Nominal Diameter 1.4+ .05mm 

Jacket 
Material PVC 

Diameter 6.0mm X 6.0mm 

Applicable Standards 

UL Listing UL CL2 

EU RoHS Yes 

Notes  

While Tributaries has made every reasonable effort to ensure the accuracy of these specifications, information contained herein 
may be subject to error and omission and to change without notice. Tributaries provides these specifications on an “AS IS” basis, 
with no representations or warranties, whether express, statutory or implied. 

The cable will be packaged to preclude the inducement of damage due to handling and transportation, and will be in accordance 
with the best commercial practices available. Shipping containers will be constructed as to eliminate any possible damage to the 
cable due to shipment. 

200 ft. Spool Size: 6.5 inches    Weight: 20 lbs. 

Put-Ups and Colors  
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Stock Code Description Color Quantity 

SP812UL-BL02S Series 8 12AWG UL® Speaker Wire Blue 200’ Spool 

 
 


